EXISTING FEATURES NOTES KEY MAP
GENERAL SITE PLAN INFORMATION
1. THIS SITE PLAN CONSISTS OF 5 DRAWINGS AND MUST BE READ COLLECTIVELY.
2. ALL MEASUREMENTS SHOWN ON THIS SITE PLAN ARE IN METRES.

LICENCE INFORMATION

N.T.S.

3. THIS SITE PLAN IS PREPARED FOR SUBMISSION TO THE MINISTRY OF NATURA. ROCKCRO!
RESOURCES AND FORESTRY UNDER THE AGGREGATE RESOURCES ACT FOR A 2
CATEGORY 4 - CLASS ‘A’ LICENCE, QUARRY ABOVE THE WATER TABLE. S

4. APPLICANT: / O

2329059 ONTARIO INC.
P.O. BOX 249
BUCKHORN, ONTARIO
KoL 1J0

5. TOTAL AREA TO BE LICENCED: 59.7 HA
TOTAL AREA TO BE EXTRACTED: 46.9 HA
TOTAL AREA TO REHABILITATED: 469 HA

BASE INFORMATION

6. TOPOGRAPHIC INFORMATION WAS OBTAINED FROM TOPOGRAPHIC
SURVEY FOR LOTS 21, CONCESSION 8 PREPARED BY FIRST BASE
SOLUTIONS INC. USING 1:20,000 AERIAL PHOTOGRAPHY DATED 2013,
PROPERTY BOUNDARIES OBTAINED FROM WSP SITE PLAN DATED SEPTEMBER 2014,
THE SITE WAS FIELD CHECKED BY HARRINGTON MCAVAN LTD. APRIL 13, 2016

7. ZONING INFORMATION OBTAINED FROM SCHEDULE, MUNICIPALITY OF TRENT LAKES ZONING
BY-LAW NO. b2014-070, DATED JULY 15, 2014,

HYDROGEOLOGICAL INFORMATION
L7 : 8. THE GROUNDWATER TABLE WITHIN THE SITE HAS BEEN ESTABLISHED AT THE FOLLOWING
\ fpatty ELEVATIONS (mASL), RELATIVE TO SURFACE TOPOGRAPHY:
55 3y IN THE EAST OF THE SITE, GROUNDWATER HAS BEEN DETERMINED TO AT AN PPROXIMATE
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P HAS E A S ITE PLAN OVE RRI D E (VARlANCE) 13. INTHE EAST OF THE SITE, GROUNDWATER HAS BEEN DETERMINED TO AT AN APPROXIMATE . gﬁgzngngﬁ%E%:{chﬂon REHABILITATION IMPORTED MATERIAL SHALL MEET THE MINISTRY OF ENVIRONMENT, CONSERVATION AND PARKS —_————_——_—— Y —
ESTABLISH MAIN COMMERCIAL ENTRANCE/EXIT TO COUNTY ROAD 36 AND SECONDARY ENTRANCE TO THE FOLLOWING CONDITIONS ILLUSTRATED ON THESE PLANS VARY FROM THE OF THE PROVINCIAL ELEVATION OF BETWEEN 279 AND 285.8 mASL. THIS IS BASED ON A DETAILED EXAMINATION OF D MANTERANCE. ' ' 201500 ORDAY: SATURGAY (MECP) REGULATIONS FOR IMPORTED FILL.
COUNTY ROAD 507 ACCORDING TO APPROPRIATE MUNICIPAL STANDARDS, ESTABLISH SCALES, STANDARDS MADE UNDER THE AGGREGATE RESOURCES ACT TOPOGRAPHY, BEDROCK COMPOSITION, EXISTING SURFACE WATER FEATURES, MONITORING PROCESSING WITHIN AREAS 1 AND 2: 35_'00_19;00 MONDAY:SATURDAY i R L SRR i i v i LIMIT OF EXTRACTION
SCALEHOUSE, AS SHOWN ON THE SITE PLAN AND HAUL ROAD INTO THE SITE. ITEM SECTION WELLS ALONG THE WEST OF THE SITE, SITE INFORMATION FROM THE ADJACENT QUARRY TO PROCESSING WITHIN AREA 3: ' 07-00-19:00 MONDAY- SATURDAY SAMPLING AND TESTING OF ALL IMPORTED MATERIAL SHALL BE PERFORMED AT SOURCE PRIOR TO
THE SOUTH, AND DATA FROM MONITORING WELL RRMW-2. L OADING AND SHIPPING TO MARKET: NO RESTRICTIONS THE IMPORTATION OF MATERIAL ONTO THE LICENSED SITE BY A QP UNDER EPA. QP WILL ALSO
USE STRIPPED MATERIAL FROM ROAD CONSTRUCTION TO BEGIN CONSTRUCTING WEST ACOUSTIC BERM 1. SETBACK ALONG SOUTH BOUNDARY IS REDUCED TO Om PER AGREEMENT WITH 5.10.1 ¢ DESIGN FILL MONITORING PROGRAM (PER L3 NOTES). RANDOM SAMPLING OF ALL IMPORTED
PER NOISE TECHNICAL RECOMMENDATION, PAGE 4. PLANT TREES ON WEST SIDE OF BERM (SEE ADJACENT LICENSEE. SETBACK ALONG EAST, WEST AND WEST PORTION OF NORTH IN THE WEST OF THE SITE, SUSTAINABLE GROUNDWATER IS ANTICIPATED BELOW ELEVATION 290 MATERIAL SHALL BE CONDUCTED AT THE REQUEST OF MNRF. x—x——  EXISTING FENCE DIRECTION OF EXTRACTION
REHABILITATION NOTE 13 ON PAGE 5) BOUNDARY IS REDUCED AS PROPERTY 1S OWNED BY THE LICENSEE. mASL. THIS IS BASED ON LONG-TERM MONITORING DATA FROM RRDW-1 AND SSB-5, WHERE GROUND ﬁlR eré?'c;ingcNFocigATﬁN " S g e i L
WATER RANGES FROM ELEVATIONS 282 TO 285.5 mASL. MW18-3 WAS CONSTRUCTED TO A . WA R 1UM RIDE WILL BE APPLIED TO IN HAUL ROADS AND PROCESSI REA THE LICENSEE SHALL KEEP DETAILED RECORDS OF THE AMOUNT OF MATERIAL BROUGHT ON SITE
PRIOR TO EXTRACTION COMMENCING IN AREA 1, CONSTRUCT OR UPGRADE THE FENCING ALONG THE 2. FENCING IS OMITTED ALONG THE SOUTH BOUNDARY PER AGREEMENT WITH ADJACENT | 5.1 COMPLETED ELEVATION OF 290.6 mASL AND WAS A DRY WELL. SURFACE WATER OCCASIONALLY OFTEN AS REQUIRED TO MITIGATE DUST. FOR REHABILITATION AND THE TESTING RESULTS OF ALL SAMPLES. ALL RECORDS AND TESTING ol e i £ 3‘55;’;{,%’;25 L%T,SE?J,;NAP D
WEST AND PART OF THE NORTH PERIMETER OF THE SITE TO THE STANDARDS OF THE ACT, AS REQUIRED. LICENSEE, ON THE EAST BOUNDARY DUE TO TOPOGRAPHICAL CONDITIONS, ON THE ENTERS MW18-3. COMPREHENSIVE INVESTIGATIONS INDICATE THAT THIS IS AN UNSUSTAINABLE RESULTS SHALL BE AVAILABLE UPON REQUEST BY MNRF OR MECP.
WEST AND THE WEST PORTION OF NORTH BOUNDARY AS PROPERTY IS OWNED BY WATER SUPPLY, WITH A DEMONSTRATED FLOW RECOVERY RATE OF 0.003 L./MIN. WATER IN MH18-3 SITE MANAGEMENT INFORMATION EXISTING VEGETATION
STRIP TOPSOIL AND OVERBURDEN SEPARATELY FROM AREA 1 AND PLACE IN INTERNAL STOCKPILES. LICENSEE, AND TEMPORARILY ON THE EAST PORTION OF THE NORTH BOUNDARY UNTIL STABILIZES AT ELEVATION 292 mASL. WHILE NOT CONSIDERED GROUNDWATER, THIS ELEVATION NATURAL ENVIRONMENT INFORMATION PRODUCT TRANSPORTATION
EXTRACTION REACHES 50m FROM THIS BOUNDARY PER AGREEMENT WITH ADJACENT WILL BE USED AS A CONTROL ELEVATION FROM WHICH TO PROVIDE A CONSERVATIVE MARGIN OF MAINTENANCE/ PROTECTION OF VEGETATION INFORMATION 26 THE ANTICIPATED FINAL END USE IS A NATURALIZED AREA CONSISTING OF FOREST BLOCKS, NATIVE ( == = VA HAUL ROAD
PRIOR TO DIMENSION STONE EXTRACTION BEGINNING IN AREA 1, INSTALL SILT FENCE AT DRIPLINE OF LANDOWNER, SAFETY TO ACTUAL GROUNDWATER, ANTICIPATED TO BE FOUND AT DEEPER ELEVATIONS. 18. EXISTING VEGE TATION WITHIN THE LICENCED AREA SHALL BE MAINTAINED IN A HEALTHY VIGOROUS MEADOWS, WETLANDS AND OPEN ROCK BARRENS, AS SHOWN ON THE REHABILITATION PLAN. EXISTING WETLAND
R T P RISTING EAST BOUNDARY. SILT FENGE WILL BE INSTALLED PROGRESSIVELY AS STRIPPING S NADLE GROUNDWATER IS MORE AGCURATELY REPRESENTED BY MW19-1 AND IS FOUND AT GROWING CONDITION UNTIL SEQUENTIAL STRIPPING BEGINS OR UNTIL THE REHABILITATION IS COMPLETE.
MOVES IN A NORTHERLY DIRECTION. BEGIN DIMENSION STONE EXTRACTION IN AREA 1 IN DIRECTION 3. Ev’fl_rfgg“l‘; s‘?&'f_ﬁgﬁl{g mmgr'NEEFDO;RTﬁng:SE’EL"TTRSAL%E ';f;gggﬁ‘;;g?ms ha ELEVATION 279 mASL. &T&ﬁ?g&r 'ﬁﬂ.E#iﬂ?.ﬁ?.;ﬁ?&s'\%'gg ggg Z“é%’gli g'égﬁgﬁ%issw AND FINAL REHABILITATION 7. AN ENDANGERED SPECIES ACT PERMIT (OVERALL BENEFIT PERMIT) IS REQUIRED FROM MNRF PRIOR LOCATION OF NOISE
HOWN. TRANSPORT WASTE ROCK TO PR IN NT FOR PROCESSING. : ' ;
s 0 ) K TO PROCESSING PLANT FO Cl - ULL REFERENGE TO ASSOCIATED HYDROGEOLOGICAL ASSESSMENTS PREPARED IN SUPPORT TO ANY SITE PREPARATION AND AS PART OF THE FINAL APPROVAL OF THE AGGREGATE LICENSE. O RECEPTOR
BEGIN EXTRACTION IN AREA 1 IN DIRECTION SHOWN USING A SINKING CUT TO ESTABLISH THE QUARRY OF THE APPLICATION SHOULD BE MADE TO FURTHER UNDERSTAND GROUNDWATER WITHIN AND FENCING INFORMATION 28, OPERATORS ARE TO COMPLY WITH ALL CONDITIONS OF THE MNRF ENDANGERED SPECIES ACT
FLOOR AND FACE, AND PROCESS THE ROCK IN ORDER TO PRODUCE A VARIETY OF MATERIALS TO MEET SURROUNDING THE SITE. 19. BOUNDARIES OF THE AREA TO BE LICENCED THAT ARE PRESENTLY FENCED ARE SHOWN ON DRAWING 1 OF PERMIT ISSUED ON ... FOR THIS QUARRY. _ 285 _ _  EXISTING 5m CONTOUR LINE (596,00 EXISTING ELEVATION
MARKET DEMANDS. PORTABLE PROCESSING PLANT AND STOCKPILING AREA WILL BE LOCATED IN AREA 1. 5 EXISTING FEATURES. PRIOR TO ANY STRIPPING OR PREPARATION, FENCING ON THE WEST PORTION OF 22 g < E
14, SURFACE DRAINAGE ON THE QUARRY FLOOR WILL BE DIRECTED TO LOW AREAS FOR WATER TO THE NORTHERN LICENCED BOUNDARY WILL BE UPGRADED TO 1.2m HIGH POST AND WIRE FENCE TO COMPLY 20 ACOMPREHENSIVE SEDIMENT AND EROSION CONTROL PLAN WILL BE DEVELOPED AND
CONTINUE EXTRACTION OF AREA 1 IN THE DIRECTION SHOWN AND PROCESS AND STOCKPILE MATERIALS INFILTRATE INTO EXISTING WETLANDS. WITH THE AGGREGATE RESOURCES ACT. ALL OTHER BOUNDARIES ARE EXEMPT FROM FENCING AS NOTED IMPLEMENTED FOR EACH PHASE OF THE EXTRACTION AND PROGRESSIVE REHABILITATION. __ 284 EXISTING 1m CONTOUR LINE
ON THE GUARRY FLOOR. IN SITE PLAN OVERRIDES #2. @®\VP  PROPOSED MARKER POST
WETLANDS
AREAS 2 AND 3 WILL REMAIN UNDISTURBED WITH THE EXCEPTION OF THE HAUL ROAD. HIGHLY VISIBLE AND SEPARATELY DISTINGUISHABLE 1.2m HIGH PAINTED MARKER POSTS WILL BE INSTALLED 30. NO TREES OR VEGETATION WILL BE REMOVED AND NO DISTURBANCE UNDERTAKEN WITHIN THE EXTRACTION FACE ‘ ROAD ACCESS
AT INTERVISIBLE DISTANCES ALONG THE UNFENCED BOUNDARIES. IN LIEU OF MARKING THE EAST LICENCED SETBACK AREA. NO STUMPS OR BERMS ARE TO BE LOCATED WITHIN THE SETBACK AREA.
BOUNDARY WHERE TOPOGRAPHY AND VEGETATION RESTRICT ACCESS, THE EXTRACTION LIMIT WILL BE :
STAKED IN THE SAME MANNER AS THE OTHER BOUNDARIES. TREE CLEARING '7/////A BERM (MIN. HEIGHT AS SHOWN) . gs RRMW—1 MONITORING WELLS RR
31. TREE CLEARING SHALL NOT TO BE CONDUCTED DURING THE PEAK BREEDING BIRD NESTING SEASON MW-1. RR MW-2 INSTALLED
- PRIOR TO EXTRACTION WITHIN EACH AREA THE LIMIT OF EXTRACTION WILL BE DEMARCATED IN THE FIELD (APRIL 16TH TO AUGUST 15TH) AS PER ENVIRONMENT CANADA GUIDELINES. AND BOREHOLE DUG BY
: WITH INTERVISIBLE MARKER POSTS AND GEOREFERENCED INFORMATION FOR THE SETBACKS/EXTRACTION ARES STRIFPED OF TOFSON ‘APPLICANT ON FEBRUARY
LIMITS AND CORNER POSTS WILL BE PROVIDED TO MNRF UPON REQUEST. SPECIES AT RISK ¢ AN QVERBUBDEN phidlont
BUTTERNUT TREES :
TOPSOIL/SUBSOIL/IOVERBURDEN STORAGE INFORMATION 32, A BUTTERNUT HEALTH ASSESSMENT REPORT SHALL BE SUBMITTED TO THE MNRF 30 DAYS PRIOR TO PROPOSED BUFFER ZONE
20. TOPSOIL AND OVERBURDEN SHALL BE STRIPPED AND STORED SEPARATELY IN BERMS AND STOCKPILES, AS THE PROPOSED REMOVAL OF THE TREES. AS THEY ARE CATEGORY 1 TREES, NO COMPENSATION IS REFORESTATION Q DW—1 EXISTING DOMESTIC WELLS
SHOWN. TOPSOIL BERMS SHALL BE GRADED TO STABLE SLOPES AND SEEDED WITH A GRASS/LEGUME REQUIRED.
MIXTURE TO PREVENT EROSION AND MINIMIZE DUST. @ MW18—1 MONITORING WELLS MW18-1,
DISTURBED AREA ; UNDISTURBED AREA MW18-2, MW18-3 AND SHALLOW
£ STANDPIPE SP18-1, 18-2

OPERATIONS NOTES conmueo

HYDROGEOLOGICAL INFORMATION

12. HYDROGEOLOGICAL INFORMATION INCLUDING GROUNDWATER ELEVATION WAS OBTAINED FROM
REPORT BY WSP DATED MAY 2017 AND SUPPLEMENTAL REPORT DATED NOVEMBER 2018.

NOISE MITIGATION INFORMATION

15.

ACOUSTICAL INFORMATION WAS OBTAINED FROM NOISE REPORT BY VALCOUSTICS CANADA LTD., DATED
MAY 2017, UPDATED NOVEMBER 2018 (REFER TO SHEET 4 FOR TECHNICAL RECOMMENDATIONS).

BERM INFORMATION

21.

BERMS SHALL CREATE AN EFFECTIVE ACOUSTICAL BARRIER AS SPECIFIED IN THE VALCOUSTICS NOISE
ASSESSMENT REPORT DATED MAY 2017. BERMS SHALL NOT EXCEED 2:1. REFER TO TYPICAL BERM CROSS
SECTION ON DRAWING 4 OF 5 DETAILS AND SECTIONS. ALL BERMS SHALL BE SEEDED (USING GRASS/
LEGUME MIXTURE, SEE REHABILITATION PLAN, NOTE #7) IMMEDIATELY UPON COMPLETION.

ON COMPLETION OF THE BERMS, EXCESS ON-SITE OVERBURDEN WILL BE USED TO PROGRESSIVELY
BACKFILL AND REHABILITATE THE SITE.

SCRAP STORAGE INFORMATION

22 ALL SCRAP, USED MACHINERY AND STUMPS GENERATED THROUGH THE OPERATIONS WITHIN THIS LICENCE

WILL BE STORED IN THE PORTABLE PLANT SITE, WHERE SHOWN, AND SHALL BE DISPOSED OF ON AN
ONGOING BASIS. TREES TO BE REMOVED WITHIN THE EXTRACTION AREA WILL BE UTILIZED FOR FIREWOOD

IMPORTATION OF TOPSOIL INFORMATION

25 IN ORDER TO MAXIMIZE RESOURCE RECOVERY, IMPORTATION OF CLEAN INERT FILL (EG. TOPSOIL
AND/OR OVERBURDEN) MAY BE IMPORTED TO FACILITATE 3:1 SIDESLOPE REHABILITATION. ONLY
SUFFICIENT MATERIAL TO CREATE FINAL GRADES AS SHOWN MAY BE IMPORTED.

33,  NO MORE THAN 50% OF THE AREA TO BE EXTRACTED SHALL BE DISTURBED AT ANY GIVEN TIME.

LEGEND

—[}———— SILTFENCE

- EXISTING BUILDING
® HP EXISTING HYDRO POLE

ENTRANCE/ EXIT

120m INFORMATION BOUNDARY

BOUNDARY OF AREA TO BE LICENCED

BOUNDARY OF EXISTING ADJACENT LICENCE

REGULATORY SETBACK LINE

LOT/CONCESSION LINE

INSTALLED APRIL 2018

@ MW18—3 MONITORING WELL 18-3
INSTALLED JULY 30, 2018

@ WETLAND STAFF GAUGE

@SS B-5 ADJACENT LICENCE
MONITORING WELL

OR MARKETABLE TIMBER WHERE POSSIBLE. STUMPS, LOGS AND OVERSIZE ROCK MAY REMAIN ON SITE
(STORED IN THE SCRAP AREA) FOR USE IN PROGRESSIVE AND FINAL REHABILITATION. STUMPS AND LOGS
WILL NOT BE BURIED. UPON COMPLETION OF EXTRACTION, ALL SCRAP EQUIPMENT AND USED MACHINERY
SHALL BE REMOVED.

OPERATIONS NOTES
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REFER TO DRAWING 4 OF 5 FOR
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SP18— 1¢ b - 4 SizEioiiiiii PORTABLE PROCESSING EQUIPMENT FOR WASHING, SCREENING, AND CRUSHING FOR
® ©° fistisabiisiii ataiiiiize e RECYCLING WILL BE USED ON SITE AND WILL BE LOCATED ON THE QUARRY FLOOR. OTHER

[ MW18—1 ' i § E OVERRIDE #2 (FENCING TQ_| EQUIPMENT TO BE USED IN THE OPERATION OF THE QUARRY MAY INCLUDE TRUCKS, LOADERS,

o ~ ©E INSTALLED WHEN EXTRACTION/ EXCAVATORS, BULLDOZERS, SCRAPERS, CONVEYORS AND OTHER RELATED EQUIPMENT.
REACHES 50m FROM BOUN
TEMPORARY STOCKPILES MAY BE LOCATED NEAR THE QUARRY FACE. PROCESSING

i

MEET THE REQUIREMENTS OF THE GASOLINE HANDLING ACT, 1990 AND THE GASOLINE HANDLING CODE AND
REGULATIONS, DATED JANUARY 1, 1993, OR AS AMENDED BY THE TECHNICAL STANDARDS AND SAFETY ACT
(TSSA) AND LIQUID FUELS HANDLING CODE. WHERE DOUBLE-WALLED TANKS ARE NOT USED, REFUELING
SHALL BE WITHIN A CONTAINMENT PAD. ANY SPILLS SHALL BE REMOVED AND DISPOSED OF IMMEDIATELY AT
AN APPROVED FACILITY. FUEL TANKS SHALL BE SHIELDED FROM VEHICULAR IMPACT BY BOLLARDS,
BOULDERS OR SIMILAR.

WASH PLANT/ WASH POND INFORMATION

24.

THE PRODUCER WILL APPLY TO THE MECP FOR A PERMIT-TO-TAKE-WATER FOR A WASH PLANT WITH A
PREDICTED WATER USAGE OF 50,000 L/DAY OR MORE. NO WASH POND SHALL BE CREATED PRIOR TO MECP
APPROVAL OF A PERMIT-TO-TAKE-WATER. THIS PERMIT APPLICATION WILL BE ACCOMPANIED BY THE
APPROPRIATE SUPPORTING DOCUMENTATION.

WASH PONDS WILL BE SUBJECT TO DETAILED DESIGN AND APPROVAL BY APPLICABLE AGENCIES. AFTER
EXTRACTION IS COMPLETED WASH PONDS WILL BE REHABILITATED TO 1.5m ABOVE THE WATER TABLE.

AN
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LICENCE 127479

—Om SETBACK
sl
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(SEE OVERRIDES

of /
Vi PETROLEUM STORAGE INFORMATION GENERAL |NFORMAT|ON
8 i 23. FUEL STORAGE MAY BE LOCATED WITHIN THE ‘AGGREGATE PLANT SITE' AREA OR IN OTHER LOCATIONS
1. THIS PLAN DEPICTS A SCHEMATIC OPERATIONS AND REHABILITATION SEQUENCE FOR THIS
WITHIN THE ACTIVE EXTRACTION AREA. FUEL STORAGE SHALL BE IN ABOVE GROWUND CONTAINERS THAT TECH N ICAL RECOM M E N DATION S PROPERTY BASED ON THE BEST INFORMATION AVAILABLE AT THE TIME OF PREPARATION.

EQUAL TIME PERIOD.

EXTRACTION AND REHABILITATION PROCESS ABO
BLENDING OF MATERIALS MAY REQUIRE SOME DE

THE NEED FOR A SITE PLAN AMENDMENT PRIOR T
SEQUENCE SHOWN ON THIS PLAN.

RESOURCE INFORMATION

PHASES SHOWN ARE SCHEMATIC AND MAY VARY WITH MATERIAL QUALITY, SITE HYDROLOGY
AND HYDROGEOLOGY OR MARKET DEMAND. PHASES DO NOT REPRESENT ANY SPECIFIC OR

EXTRACTION SHALL GENERALLY FOLLOW THE SEQUENCE SHOWN. WHEN PARTIAL
REHABILITATION OF A PHASE IS POSSIBLE IT SHALL BE CARRIED OUT. NOT WITHSTANDING THE

REHABILITATION PHASING. THE LICENCEE WILL CONTACT THE MNRF TO CONFIRM IN WRITING

2. REFER TO DRAWING 1 OF 5, EXISTING FEATURES, FOR A DESCRIPTION OF EXISTING
VEGETATION AND BUILDINGS WITHIN THE 120 METRE BOUNDARY AND ON SITE.

3. SITE PLAN OVERRIDES ARE LISTED IN THE SITE PLAN OVERRIDE TABLE SHOWN ON THIS PAGE.

4. RESOURCE INFORMATION IS OBTAINED FROM ARIP MAPPING, GEOLOGICAL MAPPING, AND
BOREHOLES DRILLED BY APPLICANT FEBRUARY 27, 2016.

EXTRACTION/PROCESSING/HAULING INFORMATION

VE, DEMAND FOR CERTAIN PRODUCTS OR
VIATION IN THE EXTRACTION AND

O DEVIATING FROM THE OPERATIONAL

6. MAXIMUM NUMBER OF TONNES OF AGGREGATE T
CALENDAR YEAR IS 1,500,000 TONNES.

AREA BY EXTRACTING THE DIMENSION STONE W

BLASTING WILL OCCUR TYPICALLY TWICE MONTH
UPCOMING BLAST SCHEDULE.

FOR BLENDING AND CUSTOM PRODUCTS.

FROM LICENCE BOUNDARY.

9. ACCESS TO PUBLIC ROADS
TWO ENTRANCES FOR AGGREGATE EXTRACTION

ENTRANCE
2) A SECONDARY ENTRANCE OFF COUNTY ROAD

DELIVERY, AND LOGGING ACCESS IN THE MEANT

RECYCLED MATERIAL DURING PROCESSING AND

ALL RECYCLING OPERATIONS MUST CEASE.

REMOVED UPON COMPLETION OF EXTRACTION.

5. TOTAL AREA TO BE EXTRACTED IS 46.9 HECTARES.

7. EXTRACTION OF THE BOBCAYGEON FORMATION WILL TAKE PLACE IN ONE 16.5 - 7.0m BENCH.
THE EXTRACTION OF THE UNDERLYING GULL RIVER FORMATION WILL TAKE PLACE IN ONE
BENCH OF +7.0m (BENCHES MAY BE COMBINED BUT WILL NOT EXCEED A COMBINED HEIGHT
OF14m) TO A MAXIMUM FINAL ELEVATION OF 287.5m A.S.L. (2m ABOVE THE WATER TABLE) AND
WILL INCLUDE DRILLING AND BLASTING OF BEDROCK, LOADING WITH FRONT END LOADERS
AND TRANSPORTING BY TRUCK OR CONVEYOR TO THE PLANT FOR FURTHER PROCESSING.
REFER TO SECTIONS ON DRAWING 4 OF 5, FOR FURTHER DETAILS.

THE EXTRACTION PRIORITY WILL BE TO SEQUENTIALLY DEPLETE RESOURCES WITHIN EACH

PERIODICALLY BY LOW LEVEL BLASTING METHODS.

EQUIPMENT, STACKERS AND PRODUCT STOCKPILES WILL NOT EXCEED %15 METRES IN HEIGHT
AND WILL BE LOCATED IN THE PLANT SITE AND/OR CLOSE TO QUARRY FACES.

MATERIAL FROM OTHER LICENCED PROPERTIES (EG. SAND) MAY BE IMPORTED INTO THE SITE

8. PROPOSED SCALE AND SCALE HOUSE WILL BE CONSTRUCTED IN AREA 3, GREATER THAN 30m

1) SUBJECT TO A SITE PLAN AMENDMENT APPROVAL FOR LICENCE #127479 AND ONGOING
AGREEMENT WITH THE ADJACENT LICENCEE, MAIN ACCESS TO THE SITE SHALL BE VIA A
SERVICE ROAD ADJACENT TO THE SCALE HOUSE AND THROUGH LICENCE #127479 TO COUNTY
ROAD 36. WHILE ACCESS IS CONTROLLED EXTERNALLY, NO GATE WILL BE REQUIRED AT THIS

ENTRANCE IS NO LONGER AVAILABLE, THIS ENTRANCE WILL BE USED FOR MAINTENANCE,

10. THERE MAY BE RECYCLING OF MATERIAL (ASPHALT AND CONCRETE) ON THIS SITE. MATERIAL
IMPORTED FOR RECYCLING WILL BE STORED IN SEGREGATED STOCKPILES WITHIN THE PLANT
SITE AREA. RECYCLABLE ASPHALT MATERIALS WILL NOT BE STOCKPILED WITHIN 30m OF ANY
WATER BODY OR MAN-MADE POND; OR 2m OF THE SURFACE OF THE ESTABLISHED WATER
TABLE. ANY REBAR AND OTHER STRUCTURAL METAL MUST BE REMOVED FROM THE

SITE WHICH WILL BE REMOVED ON AN ON-GOING BASIS. REMOVAL OF RECYCLED AGGREGATE
IS TO BE ONGOING. ONCE THE AGGREGATE ON SITE HAS BEEN DEPLETED THERE WILL BE NO
FURTHER IMPORTATION OF RECYCLABLE MATERIALS PERMITTED. ONCE FINAL
REHABILITATION HAS BEEN COMPLETED AND APPROVED IN ACCORDANCE WITH THE SITE PLAN,

11. EQUIPMENT, SCRAP AND MACHINERY ASSOCIATED WITH THE EXTRACTION OPERATIONS WILL BE

O BE REMOVED FROM THE SITE IN ANY

ITH MECHANICAL EQUIPMENT, ASSISTED

LY. NEARBY RESIDENTS WILL BE NOTIFIED OF

ARE PROPOSED:

507 WILL BE USED IF THE COUNTY ROAD 36

IME AND WILL BE MAINTAINED AND GATED.

PLACED IN A DESIGNATED SCRAP PILE ON
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